m A0800 SERIES m pitch wire to board connector

Specifications

Current rating: 0.5A AC,DC

Voltage rating: 30V AC,DC
Temperature range: -25°C ~ +85°C
Contact resistance: 20mQ Max.
Insulation resistance: 100MQ Min.
Withstanding voltage: 200V AC/minute
*Contact H.R for details*

Standards
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@ Series No. @ Series No.
® H=Housing ® Connector type: WV=Vertical, WR=Right angle
® I=Insulation Displacement Connector ® Mounting type: S=SMT
O No. of circuits O No. of circuits
® Option code: ® Option code: D01=Gold-flash, Taping reel
Blank=Without ear
-1=With ear

-G01=Without ear, Gold-flash
-G11=With ear, Gold-flash
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Reference Informations:

*Material: Housing: Nylon 46,UL94V-0
Contacts: Phosphor Bronze/Tin-plated
*Applicable Wire: AWG#32
*Insulation O.D.: 0.38mm
*Mates with H.R A0O800 series Wafer

0.80mm pitch Insulation Displacement Connector

0.80mm pitch wire to board connector

Ordering Information & Dimensions:

/> AOB0OHI-05P N

(D N=Halogen Free
@ Material: L=LCP
@ Color: N=Natural(Beige)

(® Option code: 00=Standard
@ Packing code: B=Tray

(da) D20 ® ® ® @

@ Plating code: T1=Tin—plated, G1=Gold—flash
@ Plating code: N=Non-—plating
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Circuit 1

/) AOSOOHI

Reference Informations:

*Material: Housing: Nylon 46,UL94V-0

Contacts: Phosphor Bronze/Tin-plated
*Applicable Wire: AWG#32
*Insulation O.D.: 0.38mm

Dimensions
PART NO. A B
AO800HI-02P 0.80 2.40
AO800HI-03P 1.60 3.20
AO800HI-04P 2.40 4.00
AO800HI-05P 3.20 4.80
AO800HI-06P 4.00 5.60
AO800HI-07P 4.80 6.40
AO800HI-08P 5.60 7.20
AO800HI-09P 6.40 8.00
AO0800HI-10P 7.20 8.80
AO0800HI-11P 8.00 9.60
AO800HI-12P 8.80 | 10.40
AO800HI-14P 10.40 | 12.00
AO0800HI-15P 11.20 | 12.80
AO0800HI-16P 12.00 | 13.60
AO800HI-17P 12.80 | 14.40
AO0800HI-20P 15.20 | 16.80
Unit:mm

0.80mm pitch Insulation Displacement Connector With ear

Ordering Information & Dimensions:

*Mates with H.R A0800 series Wafer BART NO. Dimensions
A B

3y A000R-0F NLETTNI0 8 AO800HI-02P-1 | 0.80 | 3.20

O N-Halogen Fres AO800HI-03P-1 | 1.60 | 4.00

57 B T BT %g;gr’:“j‘mzalif;j‘(:i?igie) - AOB00HI-04P-1 | 2.40 | 4.80

S Y = % ® szt;;g zzd: N:N;;—z‘\ztﬁe:é prTeeeTee A0800HI-05P-1 3.20 5.60

J[ © Opton code: 1ot wr A0800HI-06P-1 | 4.00 | 6.40

m% L l | L l | L l %ﬁ AO800HI-07P-1 | 4.80 | 7.20

AO800HI-08P-1 | 5.60 | 8.00

HTHITAY AO8OOHI-09P-1 | 6.40 | 8.80

L 0.80 AO0800HI-10P-1 | 7.20 | 9.60

A AO800HI-11P-1 | 8.00 | 10.40

. )00 AO800HI-12P-1 | 8.80 | 11.20

| AO800HI-14P-1 | 10.40 | 12.80

fﬂWL“ ! i ol AO800HI-15P-1 | 11.20 | 13.60

M) = 2T AO0B00HI-16P-1 | 12.00 | 14.40

| AO800HI-17P-1 | 12.80 | 15.20

Circut 1 o AO800HI-20P-1 | 15.20 | 17.60

Unit:mm
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A0800 SERIES 0.80mm pitch wire to board connector

‘\ AOS8OOWV-S 0.80mm pitch 180° Wafer - SMT TYPE

Reference Informations:

*Material: Pin: Phosphor Bronze/Tin-plated
Solder Tabs: Phosphor Bronze/Tin-plated
Wafer: Nylon 6T,UL94V-0
Cap: Nylon 6T,UL94V-0

*Mates with H.R A0O800 series Housing Ordering Information & Dimensions:
/>  AQBOOWV—S—05P N 6 B 11 T 00 L i i
i) D00 ® 6 ® O PART NO. D'lo‘mensmgs

(D N=Halogen Free

@ Material: 6=Nylon 6T
@ Color: B=Black Conn. profile 0.7040.10
@ Plating code: T1=Tin—plated, G1=Gold—flash

® Plating code: T=Tin—plated, G=Gold—flash
@ Option code: 00=Standard == —— r——1 vl
@ Packing code: L=Tape & Reel(With Cap)

[ ::‘ = e

A0800WV-S-02P | 0.80 3.80
A0800WV-S-03P | 1.60 4.60
A0800WV-S-04P | 2.40 5.40
A0800WV-S-05P | 3.20 6.20
A0800WV-S-06P | 4.00 7.00
A0800WV-S-07P | 4.80 7.80

1.20+£0.10

‘._.4 0.55+0.10

Circuit 1

.10£0.10 1.70£0.10

| A0800WV-S-08P | 5.60 | 8.60
0.504+0.10 — — f=——— 0.80+0.05
A£0.10 ——] A0800WV-S-10P | 7.20 | 10.20
" P.C.B. LAYOUT AO800WV-S-12P | 8.80 | 11.80
. e A0800WV-S-14P | 10.40 | 13.40
\ \ \ A0800WV-S-15P | 11.20 | 14.20
E E f J A/ A0800WV-S-16P | 12.00 | 15.00
(FOR PICK AND
e PLACE SYSTENS) AO0800WV-S-17P | 12.80 | 15.80
A0800WV-S-20P | 15.20 | 18.20
— T ] r—

‘\ AOSOOWR-S 0.80mm pitch 90° Wafer - SMT TYPE

Reference Informations:

*Material: Pin: Phosphor Bronze/Tin-plated
Solder Tabs: Phosphor Bronze/Tin-plated
Wafer: Nylon 6T,UL94V-0

*Mates with H.R A0800 series Housing

A0800WR-S-05P | 3.20 6.20

/> AOB00WR-S—05P N 6 B T1 T 00 R . . . .
(a) Q0 ® 6 6 Q Ordering Information & Dimensions:
(D N=Halogen Free = -
@ Material: 6=Nylon 6T Dimensions
@ Color: B=Black PART NO A B
@ Plating code: T1=Tin—plated, G1=Gold—flash ‘ A+0.10 —
® Plating code: T=Tin—plated, G=Gold—flash 0.80%0.10 ] 0.5040.10 AO0800WR-S-02P 0.80 3.80
® Option code: 00=Standard ‘ ‘ _ .
@ Packing code: R=Tape & Reel i Bo7Zn ° AO0800WR-S-03P | 1.60 4.60
s . |
! ! S AO800WR-S-04P | 2.40 5.40
|
|

;

A0800WR-S-06P | 4.00 | 7.00

o e /// |5 | A0BOOWR-S-07P | 4.80 | 7.80
/A I AO800WR-S-08P | 5.60 | 8.60
0.70%0.10 oo AO0800WR-S-10P | 7.20 | 10.20

P.C.B. LAYOUT A0800WR-S-12P | 8.80 | 11.80
AO0800WR-S-14P | 10.40 | 13.40
AO0800WR-S-15P | 11.20 | 14.20
A0800WR-S-16P | 12.00 | 15.00
A0800WR-S-17P | 12.80 | 15.80

AO800WR-S-20P | 15.20 | 18.20
Unit:mm

0.35+0.10
1.70+0.10
2.30+0.10

2.70

‘%1.70—»
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